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SPECIFICATIONS FOR MARKS

222.01(1) ... the marks shall be displayed on and affixed to a Canadian aircraft as follows:

Aircraft

painted or affixed, degree of permanence of paint

distinct and not obscured or confused

ROMAN CAPITAL TYPE without ornamentation

contrasting solid lines, AND

minimum 5 cm (1.970 inches) margin between edge of letter and edge of surface

nationality mark and the registration mark separated by a hyphen

Helicopter or Gyroplane

once parallel to the longitudinal axis

on each side surface of the fuselage or cabin, below the window line, as near to the cockpit
as possible

on each side surface of the tail (single vertical tail)

on each side surface of the tail (multi-vertical tail), OR

once on each side of the upper engine or transmission cowling of the main rotor assembly
where the cowlings are located over the main cabin.

marks on the bottom surface of the fuselage or cabin are optional

where displayed on the bottom surface of the fuselage or cabin:

once parallel to the longitudinal axis, AND

letters arranged with their tops toward the left side

Aeroplane or Glider

once parallel to the longitudinal axis

on each side of the fuselage or an alternative structure

in the area between the wing and the tail surface

on each side surface of the tail (single vertical tail), OR

on each outboard surface of the tail (multi-vertical tail), OR
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on the outboard surface of engine pod or other appurtenance/accessory

the display of marks on the bottom surface of the wings is optional

where displayed on the bottom surface of the wings:

once on the bottom surface of the wings, OR

once on the bottom surface of the lowest wings

from wing tip to wing tip, OR

on the left wing only

equidistant from leading and trailing edges, AND

letters arranged with their tops toward the leading edge

Airships

parallel to the longitudinal axis

once on each side of the hull or envelope

as near as possible to the maximum horizontal cross-section of the airship, AND

marks clearly visible from a point on the ground, AND

once on the uppermost surface of the hull or envelope, straddling, to the extent possible, the
plane of symmetry of the airship

letters arranged with their tops toward the left side

displayed on the horizontal and vertical stabilizers of the airship

once on the upper right surface of the horizontal stabilizer, AND

once on the lower left surface of the horizontal stabilizer

letters arranged with their tops toward the leading edge of the stabilizer, AND

on the bottom half of the vertical stabilizer,

parallel to the longitudinal axis of the airship,

once on both surfaces (a single stabilizer), OR

once on each outboard surface (multi-vertical stabilizer)
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Balloons

on a spherical balloon:

horizontally

at each of two diametrically opposite positions

near the maximum horizontal circumference of the envelope

on a non-spherical balloon:

horizontally

at each of two diametrically opposite positions

near the maximum horizontal cross-section of the envelope, OR

immediately above the rigging band, OR

the points of the attachment of the gondola suspension cables

clearly visible from the ground.

SPECIFICATIONS FOR THE LETTERS IN THE MARKS DISPLAYED ON AIRCRAFT

222.01(2) The letters in the marks displayed on an aircraft shall meet the following specifications:

of equal height

not less than 15 cm (5.9 inches)

on the bottom surface of a wing of aeroplane or glider, not less than 50 cm (19.68 inches)

on the bottom surface of the fuselage or cabin, THE LESSER OF

50 cm (19.68 inches), AND

four fifths of the width of the fuselage or cabin

not less than 50 cm (19.68 inches) on airships and balloons

the width, other than the letters "I", "M" and "W", shall be two thirds of the letter's height

the width of the letter "I": one sixth of the letter's height

the width of the letter "M" or "W" shall not exceed the letter's height

the length of a hyphen shall be two thirds of the height of any letter

the thickness of the lines of a letter or hyphen shall be one sixth of the height of any letter
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letters displayed adjacent to each other in a series

adjacent letters separated by a space not less than one quarter of width of letter "C" in marks

letter adjacent to hyphen separated by a space not less than one quarter of width of letter "C" in
marks

Marks Displayed at an Angle

angle of not more than plus or minus 35 degrees to the perpendicular of their base

the angle of each letter and of both sides of the hyphen are the same

the height measured perpendicular from the base line of the letters, AND

width of letters, spacing between letters and width of hyphen: measured parallel to the base line
and between the lines that define the outside edges of each letter and the hyphen

Marks Displayed on Side Surfaces of Helicopter, Gyroplane, Aeroplane or Glider, When not
Displayed Under the Wing or Cabin

height of letters shall be 30 cm (11.8 inches),

EXCEPT THAT, where required by the dimensions of the structure of the aircraft, that height may
be reduced to:

the maximum height allowed by the dimensions of the structure of the aircraft, OR

15 cm (5.9 inches), WHICHEVER IS GREATER, OR

in the case of a glider, an amateur-built aircraft or an ultra-light aeroplane, the maximum
height allowed by the dimensions of the structure of the aircraft, OR

height of 7.5 cm (3 inches), WHICHEVER IS GREATER

PROVIDED THAT

a margin of 5 cm (1.970 inches) can be maintained, AND

full size marks shall be placed on the larger surface where either one of

the side of the fuselage or an alternative structure, between the wing and the tail surface

the side surface of the tail (single vertical tail), OR

the outboard surface of the tail (multi-vertical tail)

the outboard surface of engine pod or other appurtenance/accessory

is large enough for display of 30 cm (11.8 inches) marks and the other is not,


